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Electrical performance (STC)

Maximum Power (Pmax) 335 340 345 350
7& 996
H __ __ Maximum Power Voltage (Vmp) 34.35 34.64 34.91 35.26
Maximum Power Current (Imp) 9.76 9.81 9.88 9.92
Open-circuit Voltage (Voc) 41.16 41.37 41,55 41.74
Short-circuit Current (Isc) 10.05 10.12 10.19 10.26
. Module Efficiency(%) 19.91% 20.21% 20.51% 20.81%
B STC: Irradiance 1000W/m?, Cell Temperature 25°C, Air Mass AM1.5.
*Measuring tolerance: +3%.
ELECTRICAL DATA (NMOT)
L - Maximum Power (Pmax) 248 252 258 263
Maximum Power Voltage (Vmp) 34.10 34.41 34.88 35.08
Front View
35 995 Maximum Power Current (Imp) 7.27 7.33 7.40 7.50
D Open-circuit Voltage (Voc) 37.93 38.18 3833 38.48
l ne—— Short-circuit Current (Isc) 8.30 8.36 8.43 8.50
NMOT: Irradiance at 800W/m?, Ambient Temperature 20°C, Wind Speed 1m/s.
AL [4A
al s / - \ MECHANICAL DATA
Solar Cells Monocrystalline
L — Cell Orientation 120[2x(10x6)]
12-Drain Hole Module Dimensions 1689*996*35mm
- j Weight 18.7kg
% Glass 3.2mm (0.13 inches), High Transmission, AR Coated Heat Strengthened Glass
Back View
Encapsulant Material EVA
Backsheet White
(335W) Frame 35mm (1.38inches) Anodized Aluminium Alloy
350 J-Box 1P68
— 1000W/m?
300 800W/m? 0 ) : 2 i 2 .
600W/m? utput Cables (ncluding Connecton Photovoltaic Technology Cable 4.0mm? (0.006 inches?),Length:300mm
= 2 400W/m?
= 200 200W/m? Connector MC4/MC4 Compatible
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0 7} TEMPERATURE RATINGS MAXIMUM RATINGS
Voltage(V)
NMOT(NominalModu\eOperaungTemperamve) 45 C (iz C) Operational Temperature _40 C ~+85 C
Temperature Coefficientof P, -0.35%/ C Maximum System Voltage 1000V DC (IEC)
(335W)
Temperature Coefficient of V -0.272%/ C 1500V DC (IEC)
Temperature Coefficient of | _ +0.044%/ C Maximum rated current series 20A
g (Do not connect Fuse in Combiner Box with two or more strings in parallel connection)
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WARRANTY PACKAGING CONFIGURATION

Voltage(V)

12 year Product Workmanship Warranty Modules per box: 30pieces

25 year Power Warranty Container: 896 pieces




